Reliability and Performance by Design

Engineered with the highest quality materials and manufactured to the
most exacting standards, XTP Systems are designed to deliver the
best switching performance available in the industry combined with
exceptional dependability to support mission critical applications.

Power Supply Design

Four, hot-swappable,
Extron-designed power
supplies: 2 primary
and 2 redundant

Engineered to last:
components arranged

High temperature for maximum efficiency,
rated, electrolytic airflow and cooling
capacitors

These Extron power supplies incorporate a state-of-the-art
design that utilizes the highest quality and performance-rated
components available to deliver maximum efficiency and
sustained operation in the most demanding environments.

Metal fan assembly
with high quality

bearings and longest
available lifetime rating
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WHAT'S INSIDE

Modular and Upgradable

The modular, hot-swappable frame design delivers substantial
flexibility by allowing onsite field service, upgrades, and expansion
without affecting system operation. System performance can be
enhanced to support future video standards and resolutions by
installing new switching cards.

4K Switching and
Transmission over Fiber

New fiber optic I/O boards, transmitters and receivers expand XTP
System capabilities. XTP fiber products can send video, audio,
control, and Ethernet over a single fiber and support 4K/30 video
signals with 4:4:4 chroma sampling at 8 bits per color. Extron
exclusive, custom designed optical modules offer increased distance
performance over standard OM4 fiber.

XTP 4K Fiber transmitter and receivers

HDMI 2.0 Boards with HDCP 2.2

The new HDMI 2.0 input boards and output boards offer the full

18 Gbps data rate, and support 4K/60 video with 4:4:4 chroma
sampling at 8 bits per color. Our new HDMI boards offer a big step
up in performance compared to virtually all competing HDMI 2.0
distribution products, which only support the lower 10.2 Gbps data
rate and are therefore forced to use 4:2:0 chroma sub-sampling
compression to transmit 4K/60 video signals.
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XTP Il CrossPoint 6400

XTP I HDMI PLUS 1/O boards
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